Ropes and nets 58%
J I
Online Supplement 2. Recovery rate cryo-milling By using a high speed laboratory rotor mill the temperature can rise to about 50 °C. The sample mix was therefore milled in nitrogen at -196 °C. At this temperature plastic is brittle. For easier milling items were sorted according to their shape (threads, sheets, foam and rigid plastics).
Online Supplement Table 2.1. The rate of return of the cryo-milling process is shown. The loss of some material can be related to the loss of sand and statically charging of foam and foils.
Shape
Composition of the total sample (%) Rate of return (%)
Threads

85
Sheets 12 77
Foam
79
Rigid 24 90
Online Supplement 3. Particle count
To estimate the number of particles per gram particles were counted by size category.
Online Supplement PTX001 E-A 0.5-1.0 yes 0.01 0.0100 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 202 PTX001 E-A 0.5-1.0 yes 0.01 0.011 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 171 PTX001 E-A 0.2-0.5 yes 0.01 0.0100 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 4840 PTX001 E-A <0.2 yes 0.01 0.0100 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 29679 PTX001 E-B 0.5-1.0 yes 0.01 0.0100 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 190 PTX001 E-B 0.5-1.0 yes 0.01 0.0100 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 189 PTX001 E-B 0.2-0.5 yes 0.01 0.0100 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 5295 PTX001 E-B <0.2 yes 0.01 0.0100 n/a n/a n/a n/a n/a n/a n/a n/a n/a n/a 33783 
Online Supplement 4. Characteristics of collected individual items of marine debris
Online Supplement 
